From: Crane, Allison

Sent: Fri May 07 23:16:29 2010

To: Winters, Warren J

Cc: MC252_Email_Retention

Subject: RE: Centralizers on MC252 7" Casing

Importance: Normal

Attachments: Weatherford DT 560978750 dated 04-01-2010.pdf; 10743 BP.pdf
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There were a total of six centralizer subs installed on six joints of casing, two of which
were installed on the guide shoe and float collar joints. Attached is a copy of the
Weatherford shipping ticket with a description of the centralizer subs and the float
equipment that was bucked up on casing. Alse attached is a copy of the torque-turn
charis for the buckup of this equipment.

Al Crane

Materials Management Coordinator
BP GoM Deepwater Exploration

281-366-5951 E"‘“‘B“
allison.crane/@hbp.com
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From: Winters, Warren J

Sent:  Friday, May 07,2010 1:36 PM

To:  Crane, Allison

Cec: MC252 Email Retention

Subject: Centralizers on MC252 7" Casing

Al

I am working on the Deepwater Horizon Investigation team and. in support of our cementing simulations. would like
to obtain a description of the centralizers used on the 7" production casing. I understand there were 6 pre-installed
on the bottom casing joints. Can vou provide more details?

Warren J. Winters

Senior Drilling Engineer

EPT Drilling & Completions

mail  winterwjic@bp.com

voice (281) 366-3897

mobile (281} 865-6788

facs  (281) 366-5025

BP Corporation

501 Westlake Park Blvd. Houston, TN 77079-2696
MC 13,1061

PO, Box 3092, Houston, TX 77233-3092
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